








•	The patented main beam is the 
strongest in its class

	 -	Extruded aluminum design with 		
		 integrated bottom flange eliminates 	
		welding at this high-stress area

	 -	7.5" wide flange virtually eliminates 	
		side-to-side sway for greater stability

•	Aluminum floor features 
three nail strips fastened 
by two screws per board 
per crossmember for added 
security

•	Extruded aluminum siderails 
and rear skirt provide heavy-
duty performance at lighter 
weight

•	Fusion delivers measurable 
value to our customers 

	 	–	Improved fuel economy

	 	–	Bigger legal payloads
	 	–	Longer trailer life cycle
	 	–	Greater resale value

•	Aluminum front skirt for lighter 
weight, corrosion resistance and 
greater durability

•	Steel reinforced upper coupler 
plate minimizes distortion and 
adds to Fusion’s durability

•	Modular sealed wiring harness 
and front socket with sealed 
beam lights for maximum 	
resistance to corrosion

•	The strongest main beam in its 
class boasts a 29" height

•	Fusion main beam rating is 80,000 
lbs– and it handles 52,000 lbs 	
in just 4 ft

•	Aluminum crossmembers are 	
located on 22" centers

•	Flooring constructed with 4S3N 
extruded aluminum includes three 
nail strips for convenient load 
securement

•	Extruded aluminum siderails feature 
double-L winch track on roadside 
with 12 sliding winches for greater 
convenience

•	The 7.5" main beam flange is much 	
stronger in a lateral direction than 
competitors’ main beams. Extensive 
test track testing revealed signifi-
cantly less side-to-side suspension 
sway – This means better tire wear, 
improved road stability and greater 
durability

•	Smooth operating, 3-speed landing 
gear features added steel bracing 	
for greater stability



Fontaine® is the aluminum flatbed trailer expert. Nobody provides more 
innovation to the flatbed trailer industry, and the new Fusion is the 
latest in a long line of innovative designs from Fontaine. The Fusion 
incorporates several patented features to provide strength while 
simultaneously reducing weight, resulting in significantly improved fuel 
efficiency and payload capacity. The Fusion provides real, measurable  
value to our aluminum flatbed customers.
	 The foundation is the
robust, patented 
mainbeam that 
features an  
over-sized 7.5" 
flange to virtually  
eliminate side-to-side sway. This engineering 
breakthrough makes Fusion the most stabile  
trailer in its class. Laboratory and field testing  
prove that the strength and durability of this  
design is unmatched in the industry.
	 Drivers really appreciate the stability and "feel" 
of the trailer going down the road. Fleet managers 

really appreciate the 
longer life cycle and the lighter 
weight which means BIGGER PAYLOADS!
	 The Fontaine Fusion offers significant, 
measurable value to our customers  
through improved fuel economy, longer  
life cycle, greater resale value, and 
increased legal payloads over the life  
of the trailer. Plus, Fusion is loaded  
with many important standard features  
at no additional cost.

The patented design features a one-piece extrusion that eliminates welding at 
the high-stress web-to-bottom-flange area. It also provides added reinforcement 
at critical stress points. Add a generous 7.5" flange with a 29" web, and now  
you have the strongest main beam in its class.
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Specifications subject to change without notice.
Photos show some optional equipment.

Computer controlled processes, including robotic 
welding, virtually eliminate human error to give our 
customers a new level of consistent product quality, 
durability and performance.

Load Ratings. . . . . . . . . . . .           52,000 lbs in 4'
	 80,000 lb main beam 

Length. . . . . . . . . . . . . . . . . .                 48'

Width. . . . . . . . . . . . . . . . . . .                  102"

SUSPENSION. . . . . . . . . . . . . .             Hendrickson AANT230
	 Intraax air ride

FRAME WORK. . . . . . . . . . . . .            6061-T6 aluminum 
	 extrusions

FLOORING. . . . . . . . . . . . . . . .               4S3N extruded aluminum

CROSSMEMBERS . . . . . . . . . .         Aluminum on 22" centers

SIDERAILS . .  .  .  .  .  .  .  .  .  .  .  .  .  . Extruded aluminum with 
	 standard double-L winch 
	 track on roadside

Front corners . . . . . . . . . .         45° diagonal

SIDE stake pockets . . . . . .     Aluminum on 24" centers

FRONT stake pockets. . . . .    3

REAR stake pockets. . . . . .     3

PIPE SPOOLS. . . . . . . . . . . . . .             Double aluminum 
	 between stake pockets

RUBRAIL. . . . . . . . . . . . . . . . .                Extruded aluminum
	 full-length each side

CONSPICUITY TAPE . . . . . . . .       Per NHTSA spec, installed
	 in recess on rubrails 

MAINBEAMS. . . . . . . . . . . . . .             Extruded aluminum, 
	 29" main beam height,
	 7.5" flange

KING PIN PLATE . . . . . . . . . . .          Steel

KING PIN setting . . . . . . . . .        30", 24" optional

FIFTH WHEEL height. . . . . . .      49" loaded

Landing gear. . . . . . . . . . . .           3-gear Austin Westran 
	 with standard speed crank

Landing gear BRACE. . . . . Full with angle across

Number of axles . . . . . . . .       2

AXLE Spindle . . . . . . . . . . . .           Tapered

Brakes. . . . . . . . . . . . . . . . . .                 Spring brakes, 
	 auto slacks

ABS. . . . . . . . . . . . . . . . . . . . .                    4S/2M, no cable or tool

Axle SPREAD . . . . . . . . . . . .           122",

REAR Axle. . . . . . . . . . . . . . .              Located 30" from rear

Hubs AND DRUMS. . . . . . . . .        10-hole, hub-piloted 
	 Duralite, outboard 
	 centrifuse drums

WHEELS. . . . . . . . . . . . . . . . . .                 22.5 x 8.25
	 4 polished alum outside
	 4 steel disc inside

WHEEL ENDS. . . . . . . . . . . . . .             Grease in hubs
	 5-year wheel end 
	 warranty

TIRES. . . . . . . . . . . . . . . . . . . .                   295/75R 22.5 14PR OEM 
	 standard tires

Electrical SYSTEM. . . . . . .      5 LED lights per side with 
	 additional lights at rear

FINISH. . . . . . . . . . . . . . . . . . .                  Aluminum with steel 
	 components powder- 
	 coated black, 
	 axles painted black

BUMPER . . . . . . . . . . . . . . . . .                Meets underride 
	 requirements,
	 2 upright posts

MUDFLAPS. . . . . . . . . . . . . . .              2 sets, Fusion logo

Dock bumpers . . . . . . . . . .         1 pair rubber on rear

SLIDING WINCHES . . . . . . . . .        12 (without straps)

VIN PLATE. .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Standard US VIN plate

Estimated empty weight.
WITHOUT options: . .  .  .  .  .  .  . 8,400 lbs ±3%

Ordinary Main Beam Fontaine Fusion Main Beam




